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4. The Working Screen. 
 
The user can now see both the camera screen and the electronic map on the PC. 
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APPENDIX 2. – FAQ 
 
1.  How to choose a channel in the play mode? 
 
ANS:  If you want to choose a channel in the play mode, press the SEARCH button 

to enter the "SEARCH" menu. Next choose "FULL LIST" and push the Enter 
button to enter the record list page. Use the Up and Down buttons to select 
the record you want. Then press the Enter button again to enter the quad 
mode screen. Now press the channel buttons to let your desired channels be 
displayed on the full screen. 

 
Note: The channel - access buttons are the Up and Down, and Left and Right, 
buttons. 
Note: If you want to leave the play mode, click the "Stop" button to exit the 
play mode for the live mode. 
 

2.  How to use the audio functions in the play mode in the camera channels? 
 
ANS:  When you press the "PLAY" button to enter the play mode, you then press 

the SEARCH button to change the two audio sources to any one or two of the 
four cameras you have. The audio types are of three kinds: Audio 1, Audio 2, 
and Audio 1 + 2, accessible in this order with each successive sequential 
click. You can set up Audio 1 and Audio 2 in separate channels. Press the 
SEARCH button once to hear the audio in any one channel. Press "SEARCH" 
again to hear the audio in another channel, the two audios playing together. If 
you press the SEARCH button again, you can play Audio 1 and Audio 2 
together in any one single channel. The sound is better if you play both Audio 
1 and Audio 2 in one channel. 
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APPENDIX 3. – Changing the built-in hard disk of the mobile DVR 
 
This is a manual for assembling the component parts of the mobile DVR unit. 
Please follow the steps detailed here in order to complete the procedure. 

Step 6.  
Detach the lid of the unit. 

Step 7.  
The hard disk inside the unit is exposed. 

Step 1.  
Here is a mobile DVR, with the recording unit sitting inside the 
host casing. 

Step 2.  
Use your key to unlock the lock on the front panel of the 
recording unit, turning the arrowhead in the lock to point from 
"ON" to "OFF". 

Step 3.  
Pull out the recording unit from inside the casing. 

Step 4. 
Unscrew the screw atop the recording unit. 

Step 5.  
Unscrew the screw below the unit. 
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Step 8. 
Detach the fan connector from the board. 

Step 9. 
Unscrew the 4 screws of the main board of the unit. 

Step 10.  
Take out the hard disk and the hard disk rack after you pull out the 
cable connector. Unscrew the 4 screws of the rack, and pull out the 
hard disk. 

Step 11.  
Get your new hard disk. 

Step 12.  
Screw in the 4 screws of the hard disk to fix it to its rack. 

Step 13.  
Connect the cable. Take care the cable's red lining is on the 
right-hand side as you attach it. 

Step 14. 
Put the rack back on the main board and screw in the board's 4 
screws. 

Step 15.  
Attach the fan connector to the cable's right. 
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Step 16.  
Take care the fan connector cable is not outside the recording 
unit case, as otherwise it might be broken when the unit's lid is 
reattached. 

Step 17.  
Reattach the lid. 

Step 18.  
Screw in the screw below the recording unit. 

Step 19. 
Screw in the screw atop the recording unit. 

Step 20.  
Place the recording unit inside the host casing. 

Step 21.  
Use the key to turn the arrowhead inside the lock to "ON". 

Step 22.  
The procedure is complete. 

 
 
 




